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CRANES & INDUSTRIAL WIRE ROPE

8 SERIES

The 8 series is a range of general purpose 8 stranded galvanised ropes produced with a steel core, fully lubricated during
manufacture producing in accordance with EN 12385.

- Flexible and solid rope construction
- Higher performance level compared to 6 series
- For use on single layer drums

BRIDON - BEKAERT
Diameter Nominal length Minimum Breaking Force
mass EIP/1960 EEIP/2160
mm  inch  kg/m  Ibfit kN (Tsmsn) (Trgggﬁf; kN (Tsmsn) (Trgggﬁf;
12.0 0.586 0.394 100 11.2 10.2 111 12.5 11.3
1/2 0.656 0.441 113 12.7 11.5 124 13.9 12.6
13.0 0.688 0.462 118 13.3 12.0 130 14.6 13.3
14.0 0.798 0.536 137 15.4 14.0 151 17.0 15.4
9/16 0.831 0.558 142 16.0 14.5 157 17.6 16.0
5/8 1.03 0.689 179 20.1 18.3 197 221 20.1
16.0 1.04 0.700 179 20.1 18.3 197 221 20.1
8 SERIES 18.0 1.32 0.886 226 254 23.0 249 28.0 254
19.0 1.47 0.987 252 28.3 257 278 31.2 28.3
3/4 1.48 0.993 252 28.3 25.7 278 31.2 28.3
20.0 1.63 1.09 279 31.4 28.4 308 34.6 31.4
22.0 1.97 1.32 338 38.0 34.5 372 41.8 37.9
7/8 2.01 1.35 338 38.0 345 372 41.8 37.9
24.0 2.34 1.58 402 45.2 41.0 443 49.8 45.2
1 2.63 1.76 450 50.6 45.9 496 55.8 50.6
26.0 2.75 1.85 472 53.1 48.1 520 58.5 53.0
28.0 3.19 2.14 547 61.5 55.8 603 67.8 61.5
11/8 3.32 2.23 570 64.1 58.1 628 70.6 64.0
30.0 3.66 2.46 628 70.6 64.0 692 77.8 70.6
11/4 4.10 2.76 715 80.4 72.9 787 88.5 80.3
32.0 4.17 2.80 715 80.4 72.9 787 88.5 80.3
34.0 4.70 3.16 807 90.7 82.3 889 100 90.7
13/8 4.96 3.34 851 95.7 86.8 938 105 95.6
36.0 5.27 3.54 904 102 92.2 997 112 102
38.0 5.88 3.95 1010 114 103 1110 125 113

11/2 5.91 3.97 1010 114 103 1110 125 113
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